	TOTAL STATION MONTHLY CHECKSHEET

	PROJECT:
	PROJECT No:

	ENGINEER:
	DATE:

	INSTRUMENT TYPE:
	INSTRUMENT No:

	1.
	Tripod checked for slackness and loose nuts:
	satisfactory
	In need of repair

	2.
	Instrument checked for damage / wear:
	satisfactory
	In need of repair

	
	Target checked for damage / wear:
	satisfactory
	In need of repair

	3.
	Plate bubble error:
	

	4.
	Circular bubble:
	

	5.
	Plummet:
	

	6.
	Cross hair verticality:
	

	7.
	Horizontal collimation - 
Face left reading
	

	
	

Face right reading
	

	
	

Difference
	

	8.
	Vertical collimation -
Face left reading
	

	
	

Face right reading
	

	
	

Sum 
	

	9.
	Trunnion axis - 
Face left reading
	NA

	
	

Face right reading
	NA

	
	

Difference
	NA

	10.
	Distance Check -                Measure a known distance
	

	11.
	Laser Beam Alignment       Sight the gray reflector
	

	ALLOWABLE ERRORS

	Circle Bubble:
	Should stay within the scribed circle

	Plate Bubble: 
	Less than two divisions

	Optical Plummet:
	Less than 2mm at 1.5 metres

	Cross Hairs:
	Must be both vertical and horizontal

	Horizontal Collimation:
	1” instrument - < 5”, (0.001()
6” instrument - < 12”, (0.003()
20” instrument - < 40”, (0.010()

	Vertical Collimation:


	1” instrument - < 10”, (0.003()
6” instrument - < 24”, (0.006()
20” instrument - < 60”, (0.020()

	Trunnion axis, (if applicable):
	<2mm.

	Distance:
	<2mm.

	Laser Beam Alignment:
	Laser spot and crosshair co-incident

	
Signed: 


Date:








